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Specification
Model Qty of Hole Rated Current = Max. Section Wzlminl_sz?m) Dlamets;?fBS§Q:fctlons
TTD-1 2x7 100A | 35mm? 67 x45 x50 5/5.3,2/7.5
TTD-2 2x11 125A 35mm? 100 x 45 x 50 7/5.3,4/7.5,
TTD-3 2x15 125A | 35mm? 134 x45x 50 11/5.3,2/7.5,2/8.5
TTD-4 4x7 100A 35mm? 67 x 85 x50 5/5.3,2/7.5
TTD-5 4x11 125A 35mm? 100 x 90 x 50 7/5.3,4/7.5
TTD-6 4x15 125A 35mm? 134 x 90 x 50 11/5.3, 2/7.5, 2/8.5
TTD-7 4x13 160A 50mm? 180x138x73 8/7 4/9 1/12
TTD-8 4x11 200A 75mm? 270x130x 75 10/Mm6, 1/M8
TTD-9 4x11 250A 100mm? 270x 130x75 10/m6, 1/M10
TTD-10 4x10 400A 180mm? 270x130x75 9/M8, 1/M10
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Specification
Model SReC) Lo ou [ ow ] w e Screw Plastic
wxh-hole mm Size Material
TTE-01 14x10-7 1730 | 1380 | 420 | 515 [ 58 M5.0 PA
TTE-02 14x10-11 1730 | 1380 | 420 | 515 | 58 M5.0 PA
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Electrical Accessories

TTK Terminal Block

Application

Space saving: compact

Tinned copper block: high conductivity

IP 20 protection

UL finger-safe: improved safety

Cable fixing screw diameters >95% fill ratio: excellent electrical contact
Safe connections

Visual inspection of wire: confirmation of connection

Hinged or removable cover: easy wiring

Clip-on DIN rail or mount to panel with screws: easy fixing

Specification

Wiring Range of Wiring Range of
Model Clnrent Main Line Section Branch Line Section
TTK-80 80A 1x16mm* 4x6mm*+2x16mm’
TTK-125 125A 1x35mm’+1x16mm* 2
6x16mm
FTKS160- || 160K 1x70mm’+1x16mm’
TTK-250 |  250A 1x120mm* | B 2
TTK-400 | 400A P — 2x35mm +5x1f23mm
TTK-500 500A 1xBx24mm 4% 0mm
Dimensions

TTK-125/160

TTK-250/400/500
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